FLEXSTAKE, INC.
2150 Andrea Lane
Fort Myers, Fl. 33912
1-800-348-9839  1-239-481-3539 FAX# 1-239-482-3539

INSTALLATION INSTRUCTIONS

780 SERIES
FLEXIBLE TUBULAR SURFACE MOUNT DELINEATOR POST

For this installation Flexstake, Inc. recommends using epoxy brand E-BOND 1240/1241.
Mixing ratio 1:1. See attached specifications.

Before using any epoxy make sure the pavement surface is dry and clean of any debris.

Using a full tube of the Part A and Part B per each delineator installation. Mix on a piece
of cardboard till consistently gray. Apply puddle to concrete approximately I Aénches in
diameter. Epoxy needs to overlap the edges connecting the holes in the top of the holes
with the concrete. See below drawing. Place a fully assembled delineator in the puddle
with approximately 1/8” to 1/4" of epoxy between the base and the concrete surface.

Please see attached for delineator placement as to traffic direction.
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~install post so that product labeling is on the back side / non vehicle impact side~———
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MOUNT DELINEATOR 8" CONCRET BASE % A
>
CATALOG NO P[RF?\]%UT? g
782 30" §
[LX 30, in Holes
. »
Impact Direction
[ Use Center Pin Hole
9" APHALT BASE . for Alignment
/) 2.5 7 3.3'0.D.
T~ POST
inter core 9" +- x OD 2.6"ID 2.63" +-
bottom of inter core OD 3.15" +-
CLAMP

BASE 1.635 inch base height

\Galv.anized pins .315 +- x 7.7" +-
Pin Holes
Use Center Pin Hole

for Alignment 7 8 O S E RIE S

1/4-20 Nut

FLEXSTAKE, INC.

1-800-348-9839 2350 Andrea Lane 1-239-482-3539 (FAX)
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