FLEXSTAKE, INC.
2150 Andrea Lane
Fort Myers, F1. 33912
1-800-348-9839  1-239-481-3539 FAX# 1-239-482-3539

INSTALLATION INSTRUCTIONS

780 SERIES SPIN NUT INSTALLATION INSTRUCTIONS
FLEXIBLE TUBULAR SURFACE MOUNT DELINEATOR POST

++*DO NOT REMOVE WAX PAPER OR SECURE LOCK TAPE***

Hole: Core or Drill 2. inch diameter x 3.25 inch deep hole. Clean hole with compressed
air. Ensure hole is dry before applying epoxy.

Check Fit: Place assembled post with spin nut attached in hole. Waxpaper and clamps
should be flush with concrete surface. ***DO NOT REMOVE WAX PAPER*** This
will allow the removal of post in the future and keeping bottom of clamps from adhering
to concrete surface.

Fill clean, dry hole with epoxy leaving the top 2.5 inch void or unfilled.

Recommended Epoxy: Hilti HY200 Injectable Epoxy for concrete. Use Hilti Manual or
Electric Dispenser to fill hole less than 2.5 inches at top of hole.

Drop assembled post slowly in epoxy filled hole with with the pin hole running with
traffic.
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SECTION A-A
SCALE 1:1

PROJECT

FLEXSTAKE

TITLE

Nut

APPRQVED SIZE CODE DWG NO REV
CHECKED B
DRAWN DAVID BALOCCHI 8/20/2022 | SCALE 1:1 WEIGHT _wImm._. 11




Side View
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Isometric View
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Stainless Steel - 304

SIGNATURE DATE Tolerance for Linear

losmarvzz 0.5 up to 3
e

=02 Carriage Bolt With No Washer

.cz@‘aﬁ over3uptoé +0.50

A

A4



